VIciKERS

i A s Service Parts Information

DGMDC-3-PYL-20

931406 SPRING RETAINER

4197569 BACK-UP RING
4262331 "O" RING

MODEL SPRING

NOTE
THIS UNIT IS OF METRIC
DESIGN AND ONLY KITS
WILL BE SCLD,

DGMDC-3-*Y1.-20] 531404

DGMDC-2-*YR-20 | 531405 \\g

MODEL BODY S/

A

DGMDC-3-AY*-20| 531695
531408 POPPET DGMDC-3-BY*-20| 531696
DGMDC-3-PY*-20| 531409

NOT AVAILABLE FOR SALE

531409 BODY S/A—
(NOT AVAILABLE
FOR SALE)

472553 ROLLPIN

b
1
|
o : iy
D Sy
4262332 0" RING ‘\
(4 REQ'D) i

NAMEPLATE

B 227431 DRIVE SCREWS

(2 REQ'D)

AINCLUDED IN F3
SEAL KIT 920107

MODEL CODE BREAKDOWN
DGMDC-3-* Y * -20

DESIGN

DIRECTIONAL GASKET
MOUNTED MODULE

DIRECT CHECK f="

CRACKING PRESSURE
L - 0. 35 bar {5 PSI)
R - 3. 50 bar (50 PSI)

DIRECTION OF CHECK FUNCTION

—*{ Y - FREE FLOW IN
NFPA-DO1

INTERFACE

(ISC-4401-3) PORT OPERATED UPON
A - A PORT
B - B PORT

P - PRESSURE PORT

For satisfactory service life of these components in industrial applications, use full flow filtration to

provide fluid which meets ISO cleanliness code 18/15 or cleaner. Selections from Vickers OFP, OFR,

and OFRS series are recommended.
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